MAALISMITTELOT 2024

KEGEIS
BUILTFOR BOWLING
Oil Pattern Distance: 45 Feet Reverse Brush Drop: 45 Feet Oil Per Board: 40 uL
Forward Oil Total: 16.08 mL Reverse Oil Total: 10.2 mL Volume Oil Total: 26.28 mL
Forward Boards Crossed: 402 Boards Reverse Boards Crossed: 255 Boards Total Boards Crossed: 657 Boards
%-
Start  Stop Loads Speed Crossed Stat End Fest T.0il
1 2L 2R 3 14 111 00 50 50 4440 Conditioner:
z 3L 3R 1 14 35 50 60 10 1400 Kegel Current 55
3 4 4R 4 14 132 60 130 70 5230
4 5L SR 4 18 124 1300 230 100 4960
5 2L 2R 0 22 0 230/ 450 220 ] TransferType:
Transfer Roller
45
Forward
Reverse
Forward Reverse Mare
I %
Start Stop Loads Speed Crossed Start End Feet T.0il .
1 2L 2R 0 30 0 450 250 -16.0 ] Combined
2 10L  10R 4 284 290 170 -120 3360 -
39 6R 3 18 78 170 100 -70 0 3120
4 5L 5R 3 14 53 100 50 -50 3720 Buff
5 2L 2R 0 14 0 50 00 -50D 0
25
15
Farward Reverse Mare
5
[tem AL-7L1BL-18R BL-12L18L-18R 13L-17L18L-18R 18L-18R:17R-13R 18L-18R:12R-28R 18L-18R:7R-3R
Description Cutside Track:Middle Middle Track:Middle | Inside Track:Middle Middle: Inside Track Middle:Middle Track | Middle:Outside Track
Track Zone Ratio 1.83 111 1 1 1.08 1.75
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